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Scanner components 




Scan Button 



Infrared Transmitter — 



Infrared Transmit Button 



Scanning Lens — 



Key Ring Slot 



Mini USB Connector 



Scanning Instructions 

• Hold the scanner comfortably between your thumb and middle finger 

• Place the Scanning Lens flat onto the printed surface, near the barcode to be scanned 

• Press and release the large yellow Scan Button to turn on the red light 

• While the light is on, pass the scanner completely across the barcode, as though you 
were highlighting a word in a book 

• You can scan left to right or right to left 

• A beep verifies the barcode has been captured 



Uploading data to a PC using the USB cable 

• Make sure you have an application designed for the iPilot scanner operating on your 
computer 

• Attach the standard USB end of your cable to your computer 

• Plug the mini-USB end of your cable into the Mini-USB Connector on your scanner 

• Data will automatically be transferred to your PC application 

• Remove the cable from your scanner when finished uploading 

• You can upload data from your scanner multiple times, by removing and reconnecting 
the USB cable, without erasing the scanner memory 

• Once you upload data at least once, capturing a new scan will erase the old data 





Transmit data using infrared 

• Make sure you have an application designed for the iPilot scanner running on your 
computer or other mobile device 

• Aim the Infrared Transmitter on your scanner directly at the receiver on your PC, 
Pocket PC, PDA or phone 

• Press and release the small yellow Infrared Transmit Button and continue to aim the 
scanner at the infrared receiver 

• A single short beep will sound when the data transfer begins 

• Your computer or mobile device will indicate when the transfer is complete 

• The scanner will make two short beeps if the transfer is not successful 

• You can transmit data from your scanner multiple times without erasing the memory 
by repeating the aim and send steps 

• Once you upload data at least once, capturing a new scan will erase the old data 




Filled Memory 

• The memory in the iPilot scanner will hold approximately 1 00 scans 

• You may fill the memory with fewer scans if each code is comprised of a large number 
of data points 

• When the scanner memory is filled, the next time you scan you will hear three short 
beeps 

• When you hear three beeps, the scanner is not recording any new data 

• To clear the memory, follow the upload by USB or transmit by Infrared instructions 

• After uploading, the next scan will clear the old data and record the new data, as 
indicated by a single beep 

• An infrared receiver for PC (on a 6' cable) is available from iPilot, Inc. 



Battery Replacement 



• A short beep (chirp) from your scanner indicates a low battery 

• When replacing the battery, make sure the USB cable is not connected to the scanner 

• You can replace the batteries without losing data stored in memory 

• Lay the scanner flat on a work surface with the screw facing up 

• Remove the screw and lift off the top plastic housing 

• Using a non-metallic object such as a plastic knife, push the two (2) button-cell 
batteries out of the metal battery holder 

• Stack two new size CR2016 lithium batteries with the + sign facing up 

• Use your finger to slide the new batteries completely into the battery holder 

• Replace the top plastic housing and secure the unit with the screw 




Applications Supported 

The iPilot scanner is designed to work with 

• Computers running Windows 2000 or Windows XP operating systems 

• Handheld devices running Palm or Pocket PC 2003 operating systems 

A Flash demo including audio and animated graphics explaining scanner 
operations is available on the iPilot website. Visit www.ipilot.net and click 
the "View a Demo" button on the home page. 
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